


MERAMEC ENERGY CENTER Date 10/27/2020 
MCPA (Pond 492), MCPB (Pond 493) and 
MCPC (Pond 496) 
Annual Inspection Check Sheet 

Inspector J. Bertel, L. Sutton, A. 
Martinez, M. Lueckenhoff 

 Pool Level Below Staff Gauge 
 River Level El. 372 
 Temperature 34°F 
 Weather Cloudy, Light Rain 
 
Date of Previous Annual Inspection: 08/29/2019  
 
Date of Previous Periodic Inspection: 09/03/2015  
 
Description of Emergency (EC) or Immediate Maintenance (IM) conditions observed since 
the last annual inspection: 
None  
 
Describe any action taken to restore or improve safety and integrity of impounding 
structure: 
None.  
 
Describe any modifications to the geometry of the impounding structure since the 
previous annual inspection: 
None  
 
Describe any modifications to the operation of the impounding structure since the 
previous annual inspection: 
None  
 
List the approximate remaining storage capacity of the impounding structure: 
Approx. 322,449 CY based on inventory numbers through July 2020, however the actual 
remaining storage is likely less due to active filling within the pond.  
 
List the approximate maximum, minimum and present depth and elevation of the 
impounded water since the previous annual inspection: 
Max – el. 411.3, depth unknown ft; Min – el. Below staff gauge, depth unknown; Present – el. 
Below staff gauge, depth unknown  
 
List the approximate maximum, minimum and present depth and elevation of the 
impounded CCR since the previous annual inspection: 
Max – el. 418 ft, depth 20 ft; Min – el. 405 ft, depth 7 ft; Present – el. 418 ft, depth 20 ft  
 
Approximate volume of impounded water and CCR at the time of the inspection: 
412,523 CY  
 
Describe any changes to the downstream watershed: 
None              


