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NOTES

1. #10 AWG CABLE WILL BE SUPPLIED TO THE GROUND

TAP FROM THE STRUCTURE GROUND BUS BY THE 

     MANUFACTURER. GROUND TAP ACCEPTS #10 AWG.

2. CABLE WILL BE SUPPLIED TO THE NEUTRAL TAP FROM THE

     STRUCTURE NEUTRAL BY THE MANUFACTURER.

3. INCOMING TERMINALS ARE SUPPLIED.

REF. TABLE FOR THE STANDARD SIZES.

4. DOUBLE HINGED DOORS WITH PROVISIONS FOR 

     PADLOCKING ON CT & PT COMPARTMENT.

5. TIN PLATED ALUM. BUS IS STANDARD AND

COPPER OR SILVER PLATED COPPER IS OPTIONAL.

6. #10-32 TAPPED HOLE WITH LUG FOR

POTENTIAL METERING, AND DRILLING FOR

JUMPER STUDS ARE PROVIDED.

7. UP TO 2500A 36W MINIMUM, DEPTH IS 30D

3000A / 4000A 45W MINIMUM, DEPTH IS 36D

8. 0.75" HOLE IN POLY BARRIER BETWEEN CT AND PT 

     COMPARTMENT FOR ROUTING WIRING.

9. BARRIER MADE OF GLASS POLYESTER WHEN PT 

     COMPARTMENT IS PRESENT.

10. “AMEREN UTILITY METERING” STICK-ON MICARTA NAMEPLATE

      AFFIXED TO OUTSIDE AND INSIDE OF CT COMPARTMENT DOOR.
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NOTES

1. #10 AWG CABLE WILL BE SUPPLIED TO THE GROUND

TAP FROM THE STRUCTURE GROUND BUS BY THE 

     MANUFACTURER. GROUND TAP ACCEPTS #10 AWG.

2. CABLE WILL BE SUPPLIED TO THE NEUTRAL TAP FROM THE

     STRUCTURE NEUTRAL BY THE MANUFACTURER.

3. INCOMING TERMINALS ARE SUPPLIED.

REF. TABLE FOR THE STANDARD SIZES.

4. DOUBLE HINGED DOORS WITH PROVISIONS FOR 

     PADLOCKING ON CT & PT COMPARTMENT.

5. TIN PLATED ALUM. BUS IS STANDARD AND

COPPER OR SILVER PLATED COPPER IS OPTIONAL.

6. #10-32 TAPPED HOLE WITH LUG FOR

POTENTIAL METERING, AND DRILLING FOR

JUMPER STUDS ARE PROVIDED.
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1. #10 AWG CABLE WILL BE SUPPLIED TO THE GROUND

TAP FROM THE STRUCTURE GROUND BUS BY THE 

     MANUFACTURER. GROUND TAP ACCEPTS #10 AWG.

2. CABLE WILL BE SUPPLIED TO THE NEUTRAL TAP FROM THE

     STRUCTURE NEUTRAL BY THE MANUFACTURER.

3. INCOMING TERMINALS ARE SUPPLIED.

REF. TABLE FOR THE STANDARD SIZES.

4. DOUBLE HINGED DOORS WITH PROVISIONS FOR 

     PADLOCKING ON CT & PT COMPARTMENT.

5. TIN PLATED ALUM. BUS IS STANDARD AND

COPPER OR SILVER PLATED COPPER IS OPTIONAL.
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